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Safety valve and metallic hoses with bayonet 
coupling for domestic gas installations

SERIE R4
Universal Shut-off valves for gas installations
SERIE G4

GS Excess flow valveShut-off valve for gas installations 
G2 - G2Flex

SERIE G2

PRODUCT RANGE
GAS

GST 

FIREBAG
Thermo-activated safety device TAE

Universal Shut-off valves for gas installations
SERIE G4 F

Opening the valve is done by 
pressing the handle first. 

TECO BLOCK

G2 + G2T
Straight and 90° ball valves for gas devices

TECO BLOCK  safety handle,
to avoid dangerous accidental openings.

Inlet: Straight Thread Female or Angle Thread Male
Outlet: Female Swivel Conical Nut DIN 3436

Temp. -20°C +60°C
MOP 5
HTB GT5 650°C x 60°

Straight and 90° ball valves for gas devices
+ thermo-activated safety device

TECO BLOCK  safety handle,
to avoid dangerous accidental openings.

Inlet: Straight Thread Female or Angle Thread Male
Outlet: Thread Male

Temp. -20°C +60°C
MOP 5
HTB GT5 925°C x 60°

G2 FLEX + G2 T FLEX

Quick connection
Anti-tampering
FIREBAG® thermal security
No maintenance

ADVANTAGES

The products G4 F only exist in the Firebag® version

Prevents dangerous gas leaks

Series G2 T is equipped with FIREBAG®
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Art. 
K202CC10100

Art. 
K203CC10100

Art. 
K204DC10100

Art. 
K201BC10100

Art. 
K213KC0100
K213KF0100

Art. 
K113KC0100
K113KF0100

Art. 
RK13KC0100

72mm 80mm

code

K0CS2202
K0CS2802

D2
EN 1254-5

ø22
ø28

code

AP005001

D2

1”

D2
VP 614

ø22
ø28

code

K0CP2202
K0CP2802

code

K0CF3401

D2
EN 10226-1

1”

code

K2CP1501
K2CP1801
K2CP2201

D2
VP 614

ø15
ø18
ø22

code

KOCR1401
KOCR1601
KOCR1801

D2
EN 1254-2

ø14
ø16
ø18

code

K0CF1201

D2
EN 10226-1

3/4”

code

AP004001

D2

3/4”

code

K2CS1201
K2CS1401
K2CS1501
K2CS1601
K2CS1801
K2CS2201

D2
EN 1254-5

ø12
ø14
ø15
ø16
ø18
ø22

DN D1
ISO 228-1

25
32
40
50

1”
1”1/4 

1”1/2  

2” 

G443010100
G444010100
G445010100
G446010100

K2.4

K2.2
K2.3

20
25

3/4”
1”

3/4”
1”

25 1” 1”

25 1” 1”

G243010000
G243010100

G243110100

G243110200

G2 P.A. DN D1
EN 10226-1

D2
EN 10226-1

G2 P.A. DN D1
ISO 228-1

D2
EN 10226-1
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25
20
25

1”1/4
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1” 
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1”

3/4”
1”
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1”

1” 
1”

25
25

1”1/4 
1”

1”
1”

G2430B0100
G2430B0200
G2430B0300
G2430B0400

G2431B0200
G2431B0400

G2431B0300
G2431B0500

KEY CLICK

KA00KC0001

D01D01

C01C01

B01B01 K2.1

DOMESTIC CONCEALED GAS 
LINE DISTRIBUTION AND
SHUT-OFF SYSTEM

K2.3 Single shut-off 
manifold x2

K2.2 Multiple shut-off 
manifold x2

DOMESTIC GAS DISTRIBUTION

K2.0 Straight 
shut-off valve

K164 Straight 
shut-off valve

RK End fitting

K2.1 “U”-shaped 
shut-off valve

K2.4 Single shut-off 
manifold x3

Shut-off valve for G2 P.A. gas collectors
Gas collector series

Design & finishes

G2 FEMALE VALVES

The new range of gas fittings 
with conical profile “TC” ISO 
228-1 allows a reliable
connection with all the products 
of the K Series.

‘SANDWICH’ BOX
with adjustable fixing brackets

As required by the UNI 7129-
2015 norm, it is obligatory to use 
the valve provided with a lock 
when access  to the collector is 
not exclusive. 

”TC” FITTINGS SYSTEM GAS

CONNECTION TC-1”

CONNESSIONE TC-3/4”

Pressure tightness test outlet

Boxes that guarantee effective 
outward ventilation in the event 
of leaks in the system, without 
the use of sealant.

Compatible with 
manifolds inlet 

All valves in the K4 
and K2.1 series can be 
connected to each other 
for safe and precise 
alignment.

STRENGTH THROUGH UNITY
kit double shut-off valves “LINK”

VENTILATION

WHITE
K7PL0001

BLACK S.TOUCH
K7PL0003

SILVER
K7PL0002

WHITE
KPLD0101600

SILVER
KPLD0101800

WHITE
KPLB0101600

SILVER
KPLB0101800

BLACK S.TOUCH
KPLB0101A00

CHROME
KPLB0101M00

COPPER
KPLB0101700

STRAIGHT VALVE

STRAIGHT VALVE

90° VALVE RIGHT

90° VALVE RIGHT

90° VALVE

90° VALVE

Codes

G2 VALVES WITH SWIVEL NUT FOR GAS METERS CONNECTIONS

Shut-off valve gas collectors>35 kW G4 P.A.
Series G4 P.A.

Pressure tightness test outlet

presa di 
pressione

ieri oggi

raccordo a "t" 
con tappo presa 
di pressione

Installation

Blocchetto serratura + chiave

G4 Punto Arancio
Valve for residential/industrial gas 
pipeline with Punto Arancio pressure 
plug

Inlet: Thread Female
Outlet: Thread Male

Temp. -20°C +60°C
MOP 5
HTB GT1 650°C x 30’

Codice

P [pressure] F [threaded]TP[tenuta piana] R [screwable]

TP [flat seal]
S [weldable] P [pressure] F [screwable]

S [weldable]

Codes

Code

DOMESTIC GAS SHUT-OFF


